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I INTRODUCTION

Q. Please state your name, address, and occupation.

A. Samuel Milham MD, MPH, 2318 Gravelly Beach Loop NW, Olympia WA 98502.

I am a semi-retired physician-epidemiologist.

Q, What is your professional and educational background?

A. I have a bachelor of science degree from Union College in Schenectady NY an

MD degree from Albany Medical College in Albany NY, and a masters of public health

degree from Johns Hopkins University in Baltimore MD. I have worked for health

departments and universities. I have over 100 peer reviewed scientific publications,

many of which deal with the health effects of electromagnetic fields. I have written a

book called Dirty Electricity. I have a website: www.sammilham.com with copies of

recent publications and a curriculum vitae which lists all my publications. I have been

consulted by dozens of people concerned about the health effects of their smart meters.

Q, What is the purpose of your direct testimony in these proceedings?

A. I discuss the effects of Arizona Public Service smart meters on the health of

people residing and working in areas where these devices have been deployed.

Q. Have you testified previously before the Commission?

No.A.

11. SUMMARY OF DIRECT TESTIMONY

Q, Please summarize your direct testimony.
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A. The APS "smart" meters are electronic devices which replaced the old electro-

mechanical analog meters used to measure electric power consumption for billing

purposes. The smart meters have circuitry to measure power consumption, and a

microwave transmitter to send this information to the utility. The health effects of

microwave exposures are well known. All transmitters, including the microwave

transmitters in smart meters, operate on direct current (DC). The APS smart meters

contain a switching mode power supply (SMPS) which changes the utility 60 Hz

alternating current to DC. I will limit my testimony to the health effects of the electrical

pollution (dirty electricity) generated by the smart meter SMPS. The dirty electricity

problem is compounded by the utility using the earth as a primary neutral return to the

substation.

III DIRECT TESTIMONY

Q, Please describe dirty electricity.

A. "Dirty electricity" or "dirty power" are terms coined by the electric utilities to

describe the electrical pollution consisting of high frequency voltage transients and

harmonics riding along on the 50 or 60 Hz wave form and contaminating the electricity

delivered to users. Dirty electricity is generated by arcing and sparking, especially brush

arcing in generators and electrical motors and any device which interrupts current flow,

especially switching mode power supplies. These include computers, battery chargers,

cell towers, compact fluorescent lights, variable frequency drives, grid tied solar and
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wind power, and transmitters including smart meters. Dirty electricity is measured with

a Graham/Stetzer meter (G/S meter) also known as a Microsurge II meter (MS II meter),

which is plugged into electric outlets (Graham, 2005). This meter displays the average

rate of change (av/dT) of these high frequency voltage transients that exist everywhere

on electric power wiring and gives a numerical output in Graham/Stetzer or G/S units. It

is possible to short out the dirty electricity in wiring by plugging capacitive filters into

electrical outlets.

Here's what dirty electricity looks like on an oscilloscope. The pink tracing is dirty

electricity, and shouldn't be there.
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Q. What is the evidence that dirty electricity causes health problems?
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A. Edison's nine "Jumbo" generators had serious brush arcing problems and

commutator wear. This means that from the very beginning of electrification in the U.S.

in 1892 and the rest of the world, dirty electricity was being sent out into the grid. In an

attempt to control the arcing, he added metallic mercury to the commutators, but this

caused illness in his workers. Brushed generators and motors have the same problem

today.

The health and mortality effects of electrification and dirty electricity happened so

gradually, and on such a wide scale, that they went virtually unnoticed, and the major

illnesses that can be attributed to them came to be considered "normal" diseases of

modem civilization. By 1900, most cities in the world were electrified, but it took over

50 years for US farms and rural areas to get electricity.

By 1940, more than 90 percent of all the residences in the northeastern United

States and California were electrified. By 1940, almost all urban residences in the

United States were electrified and urban residents were, therefore, exposed to

electromagnetic fields and dirty electricity in their residences and at work, while rural

residents were exposed to varying levels of EMFs and dirty electricity, depending on the

progress of rural electrification in their states. In 1940, only 28 percent of residences in

Mississippi were electrified, while five Southern states had less than 50 percent of

residences electrified. Eleven states, mostly in the Northeast, had residential

electrification rates above 90 percent. In the highly electrified Northeastern states and in
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California, urban and rural residents could have similar levels of EMF exposure, while

in states with low levels of residential electrification, there were potentially great

differences in EMF exposure between urban and rural residents. It wasn't until 1956 that

these differences finally disappeared. What was already known by then, but not

appreciated, was that urban death rates were much higher than rural rates for

cardiovascular diseases, malignant neoplasms, diabetes and suicide in the 1930 and 1940

United States mortality data. In 1930, urban cancer death rates were 58.8 percent higher

than rural cancer death rates.
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1940 US white resident crude death rates: percent urban excess

80

60

40

C
(0
.Q;
3

cm
cm
GJ
o
x
GJ

8'

8
CD
0.

I I20 9
nm:

IIIHII
IHIHII

H i* l
Motor vehicle

accidents

0
All causes All cancers Heart disease Diabetes Suicide

Cause of death

Rural death rates were significantly correlated with the level of residential electric

service by state for most of the causes examined. It is difficult to believe that mortality

differences of this magnitude could go unexplained for more than seventy years after

first being reported, and forty years after they had actually been noticed and commented

upon. I suspect that in the early part of the twentieth century, nobody was looking for

answers or knew how to properly frame the appropriate broad epidemiologic questions.
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By the time electromagnetic field (EMF) epidemiology began in earnest in 1979, the

entire population was exposed to EMFs. There was then simply no way to find an

unexposed control group, therefore, all studies were potentially biased. Cohort studies,

i
E
!
I
I

which follow groups of people forward in time, were by then using EMF-exposed

population statistics to compute expected values, and case-control studies were

v

i
I

I

comparing more exposed cases to less exposed controls. By way of analogy, the
i

i

I
I mortality from lung cancer in two-pack-a-day smokers is more than twenty times that of
i

non-smokers, but only three times that of one-pack-a-day smokers. Extending that

analogy to EMFs, after 1956, the EMF equivalent of a non-smoker ceased to exist in the

United States, with the exception of the small Amish population.

The Old Order Amish (OOA) in North America live without electricity. They have

less than half the cancer incidence of the US population (West ran, 2010), and about

half the type 2 diabetes prevalence as other US citizens despite having the same body

mass index (Hsu eh et al, 2000). Cardiovascular disease (Harman, 1981), Alzheimer's

disease (Holder, 1998) and suicide (Kraybill, 1986) are reported to be less common in

the OOA. A pediatric group practice in Jasper Indiana which cares for 800 Amish

families has not diagnosed a single child with ADHD, and childhood obesity is almost

unseen in this population (Ruff, 2005). Remarkably, the life expectancy of the OOA has

been about 72 years for the past 300 years for both men and women. In 1900, the life

expectancy of U.S. white males was 46.3 years and 48.3 years for white females.
i

l
l
i
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In 2008 I coauthored a study of a cancer cluster in school teachers at a La Quinta,

California middle school (see Milham and Morgan, 2008 at my website) which indicated

that high frequency voltage transients (also known as dirty electricity), were a potent

universal carcinogen with cancer risks over 10.0 and significant dose-response for a

number of cancers. They have frequencies between 2 and 100 kHz. These findings are

supported by a large cancer incidence study in 200,000 California school employees

which showed that the same cancers and others were in excess in California teachers

statewide (Reynolds et al, 1999). Power frequency magnetic fields (60 Hz) measured at

the school were low and not related to cancer incidence, while classroom levels of high

frequency voltage transients (dirty electricity) measured at the electrical outlets in the

classrooms accurately predicted a teacher's cancer risk. These fields are potentially

present in all wires carrying electricity and are an important component of ground

currents returning to substations. This helped explain the fact that professional and office

workers, like the school teachers, have high cancer incidence rates. It also explained

why indoor workers had higher malignant melanoma rates, why melanoma occurred on

parts of the body which never are exposed to sunlight, and why melanoma rates are

increasing while the amount of sunshine reaching earth is stable or decreasing due to air

pollution. A number of very different types of cancer had elevated risk in the La Quinta

school study, in the California school employees study, and in other teacher studies. The

only other carcinogenic agent which acts like this is ionizing radiation.
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The 2008 study at the La Quinta, California middle school was followed by a

study at Vista del Monte elementary school in North Palm Springs, California. This

school, like many others had a cell phone tower on campus within 40 feet of a classroom

wing. The teachers at this school reported a cancer cluster in the office and teaching

staff, and hyperactivity in students in certain classrooms. The entire school had very

high dirty electricity readings from the inverter or SPMS in the cell tower. Their dirty

electricity levels were higher than those at the La Quinta school. The Vista del Monte

G/S readings averaged 1,300 compared to 750 at La Quinta. Fifty G/S units make some

people ill. The cancers (twelve cancers, including six female breast cancers among

seventy-five personnel employed at the school since 1990) were over-represented in the

wing of the school closest to the cell tower, and the G/S readings were highest in the

classrooms closest to the cell tower base. At the same stage of the investigation, La

Quinta school had eleven cancers in 137 teachers. A fourth grade teacher complained

that her students were hyperactive and in-teachable. The outlets in her room measured

over 5,000 Graham/Stetzer units. On a Friday afternoon after school, I reduced the

measured dirty electricity in the wiring from over 5,000 to less than 50 Graham/Stetzer

units with five plug-in filters from Stetzer Electric. with no change in either cell tower

radiation or the lighting, the teacher reported an immediate dramatic improvement in

student behavior in the following week. They were calmer, paid more attention and were

teachable all week except for Wednesday when they spent part of the day in the library.
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Later, the teacher told me that she could change the behavior of the children by

removing and reinserting the filters. The change took between 30 and 45 minutes. This

young teacher also became the thirteenth cancer case in this small teachers' cohort.

Filtering the wiring of schools, homes and offices to short out dirty electricity can make

dramatic differences in health.

Cell tower transmitters like all transmitters, operate on direct current. They also

use the DC to charge their back-up batteries. The utility 60 Hz AC is changed to DC by a

switching power supply which generates dirty electricity which contaminates the grid.

People who are concerned about health issues regarding cell towers focus on the RF

emissions, but dirty electricity is another unrecognized important exposure. A Brazilian

study (Dode et al, 201 l) showed higher cancer rates within 500 meters of the cell tower

base and a dose-response with distance from the tower. Since the transmitted RF

intensity decays as the square of the distance from the tower, the dirty electricity is the

more likely cause of cancer out to 500 meters.

In 2011 the Lancet published a paper (Danaei et al, 2011), listing fasting plasma

glucose (FPG) and diabetes prevalence in 199 countries and territories around the world.

Islands are over-represented in places with high blood glucose and diabetes prevalence

(Milham, 2013 b). Seven of ten of the places with highest FPG in males are small

islands, many in Oceania, while only one of the ten places with the lowest FPG are. In

2011, the same group, Global Burden of Metabolic Risk Factors in Chronic Diseases

12
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Collaborating Group, also published a similar analysis of body mass index (obesity)

(Finucane MM et al, 2011), with nearly identical results. I believe that the world wide

epidemics of diabetes and obesity are both due to exposure to dirty electricity on electric

utility wiring coming from generator brush arcing, bad wiring connections and from cell

tower switching power supplies. Islands without hied supplies are likely to import diesel

oil to fuel generator sets which generate dirty electricity which rides along on the 50 and

60 Hz transmission frequencies. If the islands of Oceania are cleaned up electrically, it

may take a generation to see the effects.

De-Kun Li (Li DK 2011, 2012) has published two important prospective studies

showing that magnetic field exposure during pregnancy increases the risk of asthma and

obesity in offspring. Asthma and obesity are rare in Amish children. I believe that

magnetic fields are a surrogate for dirty electricity in these studies. I think I also know

the etiology of the excess suicides, post traumatic stress disorders, and a number of other

Gulf War illnesses. About 85 percent of the fuel oil imported into Afghanistan and Iraq

is used for air conditioning at a cost of S 20.2 billion per year (2011 report). The portable

diesel-fUeled generator sets which power the air conditioners generate dirty electricity.

The wiring also can't be very good, because of the reports of increased accidental

electrocution in military personnel in Iraq and Afghanistan. Interestingly, Navy and Air

Force personnel don't share the recent suicide increase seen in the Army and Marine

Corps.
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The highest asthma prevalence rate reported is in the population of Tristan da

Cunha, a small Atlantic island with six diesel generator sets for electrical power.

For over eighty years, economists have noted a paradoxical improvement in health

indices (declining mortality rates and increasing life expectancy) during economic

recessions. Mortality rates increase and life expectancy decreases during economic

expansions. The title of a paper (Tapia Granados and Ionizes, 2008) "The reversal of the

relation between economic growth and health progress: Sweden in the 19th 20th

centuries" says it all. The expected decline of health indicators with economic recessions

and improvement with economic growth in the 19th century Sweden was reversed in the

20th century, giving the counter-intuitive pattern of higher mortality and lower life

expectancy in economic expansions and improvement of these indices in recessions. The

change or "tipping point" occurred at the end of the 19th century or early in the 20th

century when electrification was introduced into Sweden. All 5 of the reversals of annual

industrial electric energy use in the U.S. between 1912 and 1970 were accompanied by

recessions with lowered GDP, increased unemployment, decreased mortality and

increased life expectancy. The mortality improvement betweenl93 l and 1932 by state in

the U.S. strongly favored urban (electrified) areas over rural areas. Rural unemployment

is positively correlated with residential electrification percentage by state in 1930. The

health effects of economic change are mediated by electrical exposure (Milham, 2013 a).

In recessions, the electric motors which tum the wheels of industry are stilled. The

14I.
I
F



improvement of health indices in Nazi occupied Europe in WW II and in Cuba during

their recent economic collapse were not due to caloric restriction, but to lowered EMF

and dirty electricity exposure.

Q . How does the dirty electricity from smart meters expose people?

A. Because it is at the front end of a building's wiring, the dirty electricity from the

smart meter's SMPS has a gateway into that building's wiring, and also into the earth via

the house ground. The house wiring acts as an antenna and the fields capacitively couple

to the body through the air within 6 to 8 feet of the house wiring or extension cords

plugged into the outlets. The ground (green screw) in the breaker box is connected to the

utility neutral wire for return to the substation. The grounded Wye grid with numerous

connections between the neutral and the earth and inadequate neutral wire current

carrying capacity, means that most of the return currents travel in the earth for substation

return. This violates the National Electric Safety Code rules 92 D and 215 B, and most

state public utility rules. The dirty electricity in the earth makes cows ill and gets into

homes thorough conductive water, gas and sewer pipes, utility electric service, and

through the foundation rebar in homes built on a concrete slab.

Smart metered neighborhoods have higher dirty electricity levels in the earth. It is

possible to get smart meter wave forms in homes without a smart meter and with the

electrical service shut off

Q, How do you think dirty electricity causes health problems?
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A. We are electrochemical soup at the cellular and organ level. Think of ECG

(electrocardiogram), EEG (electroencephalogram), and EMG (electromyogram). We

evolved in a complex EMF environment with an interplay of natural terrestrial and

extra-terrestrial EMF sources from solar activity, cosmic rays, and geomagnetic activity.

I believe that our evolutionary balance, developed over the millennia, has been severely

disturbed and disrupted by man-made EMFs. I believe that man-made EMFs, especially

dirty electricity, are chronic stressors and are responsible for many of the disease

patters of electrified populations. The dramatic differences in mortality in 1940 U.S.

data between electrified urban areas and non-electrified rural areas is reported in detail

in a 2010 paper (Milham, 2010).

The inescapable conclusion of these findings is that the twentieth century

epidemic of the so-called diseases of civilization, including cardiovascular disease,

cancer, diabetes and also suicide, was caused by electrification, especially dirty

electricity, and the unique biological responses we have to it. A large proportion of these
I
I

diseases may therefore be preventable.

Q, Can you provide studies that show nerve disruption caused by the same

kilohertz frequencies that are generated by APS's smart meters"

A. Yes. In Exhibit A I have provided a good sampling of abstracts that address those

particular frequencies. I have highlighted some of the salient language.

Q, Is there any government funded science or professional institutes that
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acknowledge biological affects from current absorbed by human body"

A. Yes. In Exhibit B I have provided one such example, a study by the Electric

Power Research Institute, and it quotes from the National Institute of Environmental

Health Sciences (NIEHS) as saying that at a certain level of contact current (which

happens to be similar to the exposure a person would have when sleeping next to a wall

with a smart meter on the other side) there are "biological effects relevant to cancer."

have been reported in "numerous well-programmed studies

In addition to these relative aspects of dose, the absolute (as
well as modest) level of contact current modeled (18 IA)
produces average electric fields in tissue along its path that
exceed l my/m. At and above this level, the NIEHS Working
Group [1998] accepts that biological effects relevant to cancer

The effects the Working Group cites are increased cell
proliferation, disruption of signal transduction pathways, and
inhibition of differentiation". The NIEHS endorses this
conclusion in its final EMF RAPID report [l999].

Q, Does the human body absorb frequencies at the same rate"

A. No, frequencies over 1.7 kHz are absorbed much easier than the 60 Hertz supplied by

the utility. At 60 Hertz, the total body impedance is over 3,000 ohms. At 1.7 kl-Iz, the

impedance of the skin drops to 500 ohms and continues to drop as frequency increases.

At 100 kHz, the impedance is approximately 435 ohms. In layman's terms this means

that at high frequencies (over 1.7 kHz) this energy goes internal to the human body. For

more information, see the excerpt of the reference book, Electrical Stimulation and

Electropathology by J. Patrick Reilly at Exhibit C.

IV CONCLUSION

17



DO YOU HAVE ANY CONCLUDING REMARKS?Q.

A. Yes. It is my professional opinion that smart meters are a public health hazard.
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https://www.ncbi.nlm.nih.gov/pubmed/l5 I9 l086Nerve conduction block utilizing high-frequency alternating current.

PubMed

Format: Abstract

Med Biol Enq Con put. 2004 May,42(3):394-406.

Nerve conduction block utilizing high-frequency alternating
current.

Kilqore KL1, Bhadra n.

Author information

Abstract
High-frequency alternating current (AC) waveforms have been shown to produce a quickly

reversible nerve block in animal models, but the parameters and mechanism of this block are

not well understood. A frog sciatic Hewe/gastrocnemius muscle preparation was used to

examine the parameters for Hewe conduct:tion block in vivo, and a computer simulation of the

Hewe membrane was used to identify the mechanism for block. The results indicated that a

100% block of motor activity can be accomplished with a variety of waveform parameters,

including sinusoidal and rectangular waveforms at frequencies from 2 kHz to 20 kHz. A

complete and reversible block was achieved in 34 out of 34 Hewe preparations tested. The

most efficient waveform for conduction block was a 3-5 kHz constant-current biphasic

sinusoid, where block could be achieved with stimulus levels as low as 0.01 microCphase(-1).

It was demonstrated that the block was not produced indirectly through fatigue. Computer

simulation of high-frequency AC demonstrated a steady-state depolarization of the Hewe

membrane, and it is hypothesized that the conduction block was due to this tonic

depolarization. The precise relationship between the steady-state depolarization and the

conduction block requires further analysis. The results of this study demonstrated that

high-frequency AC can be used to produce a fast-acting, and quickly reversible Hewe

conduction block that may have multiple applications in the treatment of unwanted neural
activity.
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Go to:Abstract

Electrieel stimulation with high-trequcncy (2-l0 kHz) sinusoidal currents has previously been shown to produce

a transient and complete nerve block in the peripheral nervous system. Modeling and in vitro studies suggest that

this is due to a prolonged local depolarization across a broad section of membrane underlying the blocking

electrode. Previous work has used cuff electrodes wrapped around the peripheral nerve to deliver the blocking

stimulus. We extended this technique to central motor pathways, using a single metal microelectrode to deliver

focal sinusoidal currents to the corticospinal tract at the cervical spinal cord in anesthetized adult baboons. The

extent of conduction block was assessed by stimulating a second electrode caudal to the blocking site and

recording the antidromic field potential over contralateral primary motor cortex. The maximal block achieved was

99.6%, similar to findings of previous work in peripheral fibers, and the optimal frequency for blocking was 2

kHz. Block had a rapid onset, being complete as soon as the transient activation associated with the star of the

sinusoidal current was over. High-frequency block was also successfully applied to the pyramidal tract at the

medulla, ascending sensory pathways in the dorsal columns, and the descending systems of the medial

longitudinal fasciculus. High-frequency sinusoidal stimulation produces transient, reversible lesions in specific

target locations and therefore could be a useful alterative to permanent tissue transition in some experimental

paradigms. It also could help to control or prevent some of the hyperactivity associated with chronic neurological

disorders.

Keywords: corticospinal, high-frequency block

MANY EXPERIMENTAL AND CLINICAL applications require the control of neural activity. Electrical stimulation is

capable of increasing the overall level of activity as well as eliciting action potentials in the stimulated elements at

times precisely defined in the submillisecond range. However, in some cases it also can be important to reduce or

abolish activity in a chosen pathway. Clinically, this could ameliorate symptoms caused by pathological over

activity (e.g., spasticity); experimentally, it allows measurement of responses in which contributions from the

blocked pathway have been excluded.
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High-frequency Hewe conduction block.
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Abstract
High frequency alternating current waveforms have been shown to produce a rapidly

reversible Hewe block in animal models, but the parameters and mechanism of this block are

not well understood. A frog sciatic nerve/gastrocnemius muscle preparation was used to

examine the parameters for Hewe conduction block in vivo. A complete and reversible Hewe

block was achieved in all preparations. The results indicate that a 100% block of motor activity

lean be accomplished with a variety of waveform parameters, including sinusoidal and

rectangular waveforms at frequencies from 2 kHz to 20 kHz. The most efficient waveform for

*conduction block was a 3-5 kHz constant-current biphasic sinusoid. It was demonstrated that

the block is not produced indirectly through fatigue.
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High frequency mammalian Hewe conduction block: simulations
and experiments.
Kilqore KL1, Bhadra n.

Author information

Abstract
High frequency alternating current (HFAC) sinusoidal waveforms can block conduction in

mammalian peripheral newer. A nerve simulation software package was used to simulate

HFAC conduction block in a mammalian axon model. Eight axon diameters from 7.3 micron to

16 micron were tested using sinusoidal waveforms between 1 kHz to 40 kHz. Block was

obtained between 3 kHz to 40 kHz and the current threshold for block increased linearly wilT

frequency above 10 kHz. Conduction block was also obtained for all axon diameters, and the

block threshold varied inversely with diameter. Upon initiation, the HFAC waveform produced

one or more action potentials. These simulation results closely parallel previous experimental

results of high frequency motor block of the rat sciatic Hewe. During steady state HFAC block,

the axons showed a depolarization of multiple nodes, suggesting a possible depolarization

mechanism for HFAC conduction block.

DOI: 1.0._1J.09LlEMB§.2Q§8.259238

an

PMID: 17946274

[Indexed for MEDLINE]

KG Ra

Publication types, MeSH terms, Grant supporti

I
I

i

LinkOut _ more resources|.
i
I

winner w | w .i
I!.

3!
i

PubMed Commons Pu M moon h

ZN
l o f t



https://www.ncbinlm.nih.gov/pmc/articles/PMC33758 l6/High frequency electrical conduction block of the pudendal nerve

HHS Public Access

.11l1n
Author manuscript
Pm-' r1ir".*:l Md .@- -* 'nr f*

IAbout author manuwn ts 0Submit a Manu°cll r

PMCIDI PMC3375816
NIHMSIDz NIHMS374032

JNeuralEn .Author manuscript; available in PMC 2012 Jun 15.
Published in final edited form as:

J Neural Eng 2006 Jun 3(2): t 80-1B7.
Published online 2006 May 16. do:10.1088/17412580/3/2/012

High frequency electrical conduction block of the pudendal Hewe

uai§nnfaena¢fa."2 uilQ>Lanaura.1 ls§yinlsilgQre.''5 and Sgnneinueuslarsgn13.'
1 Deparlment of Biomedical Engineering Case Wester Reserve University. 10900 Euclid Avenue. Vvickenden Cleveland OH 441087207 USA
2Depanment of Orthopaedics Case Wester Reserve University 10900 Euclid Avenue. Vlhckenden Cleveland OH 44106-7207 USA
Department of Urology Case lnestem Reserve University 10900 Eudid Avenue Wckenden Cleveland OH 441067207 USA
Louis Stokes Cleveland Department of Veterans Affairs Medical Center Cleveland OH USA
Department of Orthopaedics MetroHealth Medical Center Cleveland OH USA

Email: MEDQMJQMMMMQEMM

Qggygghtggglggandgjgglglmgg

The publishers final edited version of this article is available at ,l_ngg[gLEgg
See other articles in PMC that 949 the published article.

Go to:Abstract

A reversible electrical block of the pudendal nerves may provide a valuable method for restoration of urinary

voiding in individuals with bladder-sphincter dyssynergia. This study quantified the stimulus parameters and

effectiveness of high frequency (HFAC) sinusoidal waveforms on the pudenda nerves to produce block of the

external urethral sphincter (EUS). A proximal electrode on the pudendal nerve alter its exit from the sciatic notch

was used to apply low frequency stimuli to evoke EUS contractions. HFAC at frequencies from l to 30 kHz with

amplitudes from l to 10 V were applied through a conforming tripoli nerve cuff electrode implanted distally.

Sphincter responses were recorded with a catheter mounted micro-transducer. A fast onset and reversible mote

block was obtained over this range of frequencies. The HFAC block showed three phases: a high onset response,

often a period of repetitive firing and usually a steady state of complete or partial block. A complete EUS block

was obtained in all animals. The block thresholds showed a linear relationship with frequency. HFAC pudendal

nerve stimulation electively produced a quickly reversible block of evoked urethral sphincter contractions. The

HFAC pudendal block could be a valuable tool in the rehabilitation of bladder-sphincter dyssynergia.

Go to:1. Introduction

l

During normal micturition, voiding occurs by synchronized bladder contraction and urethral sphincter relaxation.

Spinal cord injury and other neurological disorders can result in detrusor-sphincter dyssynergia (DSD), where

bladder and urethral contractions become uncoordinated M. DSD can result in significant medical complications

such as urinary tract infections, autonomic dysreflexia and renal failure. An efficient and quickly reversible means

to block the pudendal nerve and reduce urethral sphincter contractions would provide an effective tool for

restoration of urinary voiding in individuals with DSD.

Nerve activation in applications for functional electrical stimulation is usually restricted to frequencies below 50

Hz. Frequencies above 100 Hz have been termed 'high frequency' by various investigators [;, 31. Such

frequencies have often been reported to result in the failure of evoked neural responses [4, §]. The blocking
effects of high frequency alternating current (HFAC) waveforms have been variously reported since 1939 [§].

Q av
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This study determined if high-frequency biphasic stimulation can induce Hewe conduction

block that persists after the stimulation is terminated, i.e., post-stimulation block. The frog

sciatic Hewe-muscle preparation was used in the study. Muscle contraction force induced by

low-frequency (0.5 Hz) Hewe stimulation was recorded to indicate the occurrence and

recovery of Hewe block induced by the high-frequency (5 or 10 kHz) biphasic stimulation.

Newe block was observed during high-frequency stimulation and after termination of the

stimulation. The recovery from post-stimulation block occurred in two distinct phases. During

the first phase, the complete block induced during high-frequency stimulation was maintained.

The average maximal duration for the first phase was 107 i 50 s. During the second phase,

the block gradually or abruptly reversed. The duration of both first and second phases was

dependent on stimulation intensity and duration but not frequency. Stimulation of higher

intensity (1 .4-2 times block threshold) and longer duration (5 min) produced the longest period

(249 i 58 s) for a complete recovery. Post-stimulation block can be induced by high-frequency

biphasic stimulation, which is important for future investigations of the blocking mechanisms

and for optimizing the stimulation parameters or protocols in clinical applications.

KEYWORDS: Block, Frog, High-frequency, Nerve, Stimulation
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Go to:Abstract

High frequency alternating currents (HFAC) have proven to be a reversible and rapid method of blocldng

peripheral nerve conduction, holding promise for treatment of disorders associated with undesirable neuronal

activity. The delivery of HFAC is characterized by a transient period of neural tiring at its inception, termed the

"onset response". The onset response is minimized for higher frequencies and higher amplitudes, but requires

larger currents. However, complete block can be maintained at lower frequencies and amplitudes, using lower

currents. In this in-vivo study on whole mammalian peripheral nerves, we demonstrate a method to minimize the

onset response by initiating the block using a stimulation paradigm with a high frequency and large amplitude,

and then transitioning to a low frequency and low amplitude waveform, reducing the currents required to maintain

the conduction block. In five of six animals it was possible to transition from a 30 kHz to a 10 kHz waveform

without inducing any transient neural firing. The minimum transition time was 0.03 sec. Transition activity was

minimized or eliminated with longer transition times. The results of this study show that this method is feasible

for achieving a nerve block with minimal onset responses and current amplitude requirements.

Keywords: High frequency nerve block, functional electrical stimulation, onset response, in-vivo model

Go to:INTRODUCTION

The delivery of high frequency alternating currents (HFAC) has proven to be a reversible and rapid method of

blocking peripheral nerve conduction [1-§]. HFAC in the frequency range of l .- 40 kHz [Q-]_0], delivered
through a cuff electrode in direct contact with a peripheral nerve, has been shown to reversibly block the

propagation of action potentials ['l, Ll The typical HFAC amplitude ranges between l - 10 V (peak to peak) in

order to achieve complete block and is dependent on the frequency used and the electrode to nerve interface

L;_91. Block is established in less than 100 ms LQ] and is completely reversible when the HFAC is timed off as

the nerve returns to full conductivity within approximately one second [§, Z-.8] The fast onset of the conduction
block and the quick reversibility makes HFAC block appealing for potential clinical uses. Recent studies in rats

[§, L2-L4]» frogs [7], arid cats [Q, 2, M] have shown that HFAC is an effective method of blocking peripheral

(1>
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Go to:Abstract

Recent studies have made significant progress toward the clinical implementation of high frequency conduction

block (HFB) of peripheral nerves. However, these studies were performed in small nerves, and questions remain

regarding the nature of HFB in large diameter nerves. This study in nonhuman primates shows reliable

conduction block in large diameter nerves (up to 4.1 mm) with relatively low threshold current amplitude and

only moderate nerve discharge prior to the onset of block.

Keywords: high frequency alternating current (HFAC), peripheral nerve, conduction block, primate, large

diameter

G o to:If trod action
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The delivery of high frequency alternating current (HFAC) to peripheral nerves can produce a reversible

conduction blocks. There is considerable hope that the method may be useful for the clinical treatment of

disorders associated with pathological neural activity, such as spasticity or peripherally triggered pain. HFAC

delivery has been the focus of several recent studies which have pursued an optimal waveform for delivery,

optimal electrode design and a biophysical understanding of the mechanisms of this type of nerve conduction

block. The results of these studies demonstrate that high frequency block (HFB) can be established quickly (S l

sec to several seconds)2'3 and reversed quickly (S l sec) The induction of HFB requires the use of a frequency'

that is at least ~2 kllzZ and a waveform amplitude that is typically 3 V - 10 v (l mA - 10 mA for current-

controlled studies) across preparationsfl . The minimal waveform amplitude required to induce HFB, the block

threshold, is dependent on the waveform frequency4'*'8'l9'U and geometry of the blocking electrodelZ. When

HFAC is first applied to a nerve, it produces an intense volley of activity in the target nerve, the 'onset response,'

before inducing block. The magnitude and duration of this onset response are also functions of the waveform

frequency("19, waveform arnplitudeU**19 'l4 and electrode geometrylé. HFB has been successfully
demonstrated in a chronic electrode preparation in the cat' and likely results, mechanistically, from!
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Bioelectromagnetics 21:538-553 (2000)

The Possible Role of Contact Current
in Cancer Risk Associated With

Residential Magnetic Fields

R. Kavet,'* L. E. Zatfanella,2 J. R DaigIe,2 and K. L. Ebb'

'EPRl Palo Alto California
2Enertech Consultants Lee Massachusetts

Residential electrical wiring safety practices in the US result in the possibility of a small voltage (up
to a few tenths of a volt) on appliance surfaces with respect to water pipes or other grounded
surfaces. This "open circuit voltage" (Voc) will cause "contact current" to flow in a person who
touches the appliance and completes an electrical circuit to ground. This paper presents data
suggesting that contact current due to vo£ is an exposure that may explain the reported associations
of residential magnetic fields with childhood leukemia. Our analysis is based on a computer model
of a 40 house (singleunit detached dwelling) neighborhood with electrical service that is
representative of US grounding practices. The analysis was motivated by recent research suggesting
that the physical location of power lines in the backyard in contrast to the street may be relevant to
a relationship of power lines with childhood leukemia. In the model the highest magnetic field
levels and VQcS were both associated with backyard lines and the highest VocS were also
associated with long ground paths in the residence. Across the entire neighborhood magnetic field
exposure was highly correlated with V0€ (r= 0.93). Dosimetric modeling indicates that compared
to a very high residential level of a unifoml horizontal magnetic field (l0 pT) or a vertical electric
field (l00V/m) a modest level of contact current (~l81tA) leads to considerably greater induced
electric fields (> I my/m) averaged across tissue, such as bone marrow and heart. The correlation of
Voc with magnetic fields in the model, combined with the dose estimates, lead us to conclude that
Voc is a potentially important exposure with respect to childhood leukemia risks associated with
residential magnetic fields. These findings nonetheless may not apply to residential service used in
several European countries or to the Scandinavian studies concerned with populations exposed to
magnetic fields from overhead transmission lines. Bioelectromagnetics 2l:538-553. 20()0.
© 2000WileyLiss inc.

Key words: magnetic fields; childhood leukemia; power lines; open circuit voltage

INTRODUCTION

Background

as well as suggestive associations between measured
fields and relative risk estimates [Savitz et al., 1988,
London et a l . l 9 9 l ] , appeared consistent with the
hypothesis that the residential magnetic f ield was the
causal agent in these studies.

In a recent re-analysis of  the Denver and Los
Angeles studies, Ebi et al. [1999] report that in both
data sets, risk associated with wire code was con-
centrated in residences served by backyard distribution
lines, as opposed to distribution lines in the street. This
observation motivated the analysis presented in this
paper, which is concerned with (a) the relationship

Contract grant sponsor: EPRI; Contract grant number: W06929.

*Correspondence to: R. Kavet EPRI  PO Box 10412 3412
Hillview Ave Palo Alto CA 94303. Email: rkavet@epri.com

Received for review l November 19991 Final revision received 18
January 2(X)0

The question of whether residential exposure to
power frequency (50 and 60 Hz) magnetic f ields is a
risk factor for childhood leukemia remains unresolved
[NIEHS Working Group, 1998; NIEHS, l999]. Early
epidemiological studies conducted in Denver and Los
Angeles reported associations between electric utility
line wiring conf igurations and childhood leukemia
[Wertheimer and Leeper, 1979, London et al., 1991] or
all childhood cancer [Savitz e t al., 19881, with a
suggestion of increased leukemia risk in the latter. As
developed initially by Wertheimer and Leeper [l979,
1982] with subsequent refinements by others [Bames
et al., 19891, the wiring configurations were the basis
of a categorical exposure surrogate, referred to as the
"wire code". The positive relation between wire code
and magnetic f ield [reviewed in Kheifets et al., l 997],

© 2000 Wiley-Liss, Inc.

3;
k



539Contact Current and Cancer Risk

between the physical features of residential electric
service and exposures to magnetic fields and currents,
(b ) the  co rre lat ion among  spec i f ic  e lec tr ic  and
magnetic exposure parameters, and (c) the dosimetry
implications of  these relationships with respect to
childhood leukemia risk. We introduce an exposure
called the "open c ircuit voltage" (V0€), which is  a
small power frequency voltage (up to a few tenths of a
volt) that may appear on electrical equipment. V0€ can
cause a "contact current" to flow directly into a person
in manual contact with the appliance. The f indings
presented in this paper suggest that contact current due
to Voc may be an exposure variable that could hold the
key to clarifying the reported associations of power
line environments with childhood leukemia. We f irst
review the relevant aspects of  residential electrical
service.

Residential Electrical Service

as the "ground current"  (see Figure 1). Thus, the
service  drop to  ground wire  pathway becomes a
magnetic held source in the residence. The source
strength depends on the current magnitude and the
pathway's geometry. In residences located away from
overhead utility d is tribution or transmiss ion lines,
Kavet et al. [1999] report that, compared to other
predictor variables, the net service drop current (i.e.,
the ground current) corre lates most s trongly with
magnetic fields measured in the residence. In commu-
nities with conductive water service and water mains, a
fraction of ground current generated in one residence
may flow to another residence's ground.

Since the ground wire has a resistance, though
small, the current Howing in it produces a voltage
difference between the service neutral and the plumb-
ing connection. This voltage equals the ground wire
current multiplied by the wire's resistance (assuming
no additional resistance due to poor bonding at the
wire's termini). To prevent shock, electrical appliances
have their metallic chassis connected, either through
the ir neutral wire  o r the ir third  wire , to  the  uti l i ty
neutral bonding point in the service panel (Figure 1).
Through this  connec tion, the  chass is  carries  the
voltage generated in the ground wire, which we refer
to as the "open circuit voltage" or Voc As indicated
by the  open switch in Load 3  in F igure  1 , Voc  is
p resent on an app l iance  even when in the  "o f f "
position, so long as it is plugged in.

V0€ can serve as a source of contact current into
a person who touches the chassis, and, through either
the other hand or the feet, completes an electrical
c ircuit back to  the  houses  ground. This  c ircuit is
shown schematically in Figure 2. The resistance of the
g round  wire , Row, is  usual ly ve ry smal l  (around
0.1 ohm (SZ) for a 30 m length) compared to  the
resistance in the rest of the contact current pathway,
which consists of Rp, the resistance of the individual,
in series with RG, the resistance from the feet back to
ground. Rp is on the order of several thousand ohms
[Reilly, l 998], but varies depending on skin moisture
and other factors, RG depends on footware, f loor
material, and housing materials. Thus, since Row <
Re+RG, contact current is essentially equal to Voc
divided by the sum of Rp and RG. I f  the other hand
comes in contact with a water f ixture which is usually
at house ground potential, then the contact current
would likely take the hand-to-hand route as the path of
lower resistance.

Organizations concerned with EMF exposure
guidelines [e.g., International Commission on Non-
Ionizing Radiation Protection (ICNlRP)] and appli-
ance safety [e.g., Underwriters Laboratories (UL)]
have published limits for contact or "leakage"

The major features of  electrical service in US
distribution systems are illustrated in Figure l and
further elaborated in its caption. Electrical service to
the residence occurs via the "service drop", which
connects the distribution transformer secondary
located outside on a utility pole or underground, to
the "service panel", where the occupant has access to
circuit breakers and/or fuses The service drop consists
of  three cables: two 120 volt (V) alternating current
(ac) "hot legs", which provide the load currents for
lights, appliances, etc., and the neutral, through which
current may return to the substation.

For safety purposes, e.g., electric shock and fire
prevention, res idential e lec trical wiring in the US
provides multiple pathways for current to return to the
substation [NESC, 19921. Under normal conditions,
the current returns via both the utility's service drop
neutral and an alternative pathway, which in many
cases  is  a conduc tive  res idential  p lumb ing  l ine
connected to the municipal water main in the street.
The connection to the plumbing is established with a
"ground wire" bonded electrically to the utility neutral
at the service panel and strung at some length to a
convenient (exposed) water line. For cases in which
conductive water pipes are not available, houses will
have  d r ive n g ro und  ro d s  to  e s tab l is h a s t ro ng
alternative ground connection. The amount of current
that each pathway takes has an inverse relationship to
each pathway's electrical resistance.

The "net load current" is the algebraic sum of
the current in the two supply conductors. The "net
current" in the utility service drop equals the net load
current to the residence minus the current in the service
drop neutral. Net current equals the current that Hows
in the alternative ground pathways, which we refer to

p 33
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Chassislg
Rp ( \ Voc = Ice x RawContact

follows practices applicable to the US, although we
recognize that such practices vary among countries
[Rauch et al., l992]. Despite the stochastic nature of
the residential loading imposed on the neighborhood,
the model itself  is completely deterministic, and the
statistical treatment of the data is intended to clarify
relationships among exposure and source variables,
rather than to achieve inferential support as occurs in
population studies.

Re Row
METHODS

Modeling Software/~Water Line
(House Ground)

Fig. 2. Contact Current. A person contacting a chassis is exposed
tove which can drive current into that person depending on the
nature at his/herconnectionto the chassis and to the ground. Moist
extremities decrease a persons electrical skin resistance while
insulating footwear or poorly conductive housing materials will
sharply limit current. The figure shows handtofeet contact but if
the second hand is in touch with a grounded object, the current will
take a hand-tohand route.

The modeling software calculates magnetic fields
re s ul t ing  f ro m c urre nts  o n arb i t rary arrays  and
configurations of electric transmission lines, primary
and secondary d is tribution lines, and ground and
neutral return pathways. The program conducts net-
work analyses of ground/neutral currents in neighbor-
hoods based on user-specif ied residential loads and
impedances. Local dipole sources, such as appliances,
are not included in the field calculation. As mentioned
above, the program has been previously validated
against measured f ields and known ground currents
[Zaffanella et al., 19971.

Modeling Objective

currents. These limits are designed to avert hazardous
startle and adverse perceptual effects. Below 2.5 kHz,
ICNIRP [1998] specifies 0.5 mA and 1.0 mA contact
current l imits  for the general pub lic  and workers ,
respectively. UL lists 0.5 mA and 0.75 mA as startle
limits for portable and f ixed appliances, respectively
[reviewed in Re i l ly, l998 ]. The  National E lec tric
Safety Code [NESC, l992], which specif ies safety
practices for overhead transmission line construction
and operation, limits to 5 mA steady-state whole body
current that may result from electric Held induction on
large objects (e.g., trucks) in physical contact with a
person in the right-of-way of  overhead high-voltage
transmission lines.

Study Overview

This paper is concerned exclusively with mag-
netic f ields and V0cS resulting f rom currents in the
service drop (i.e., secondary distribution current) and
in the ground path (Figure 1). Wertheimer-Leeper wire
code categories do not play a role in the model as
conf igured for the analyses  here. I n fac t, f o r the
neighborhood loading used here, primary loads and
the ir  re turn c urrents  had  a neg l ig ib le  e f f ec t  on
residential magnetic f ie lds and V0€. However, the
ne ighborhood  was  p rovided  with a f ul l  range  o f
distribution wiring conf igurations representative of
the W ertheimer-Leeper wire code, should further
development of the neighborhood (eg., downstream
connections to other load centers) be warranted. The
appendices  contain a detailed descrip tion o f  the
neighborhood's electrical infrastructure.

Neighborhood Description

We constructed a computer model of a 40 house
neighborhood to address how specific physical features
of residential electrical service affect magnetic f ield
and Voc exposures within the residence. The software
running the model has  been previous ly validated
against measurements taken in a test residence under
various grounding conditions [Zaffanella et al., l997].
The features we examined are line location-backyard
or street, relative length of  the ground return path-
way--short or long, and service line type-overhead
or underground. The quantities modeled include the
60 Hz and 180 Hz magnetic fields at the center of each
room, the time-weighted-average fields experienced by
a c hi ld  as  a re s ul t  o f  a d ay' s  o c c up anc y o f  the
residence, and the Voc. The neighborhood wiring

Brie f ly,  the  s tudy ne ighbo rhood  (F igure  3 )
consists of four streets containing 40 two-story houses,
each l0 .7  m by 7 .6  m (35  x 25  f t )  wi th the  long
dimension parallel to the street. Each house has eight
equal-size rooms, four per f loor. For each house, the
service drop arrives at a comer and then goes to the
electrical panel. All houses have copper-pipe water
service that provides a conductive ground path to the

I
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statistical distribution of the net load for each house.
These data suggested using a net load for each house
randomly extracted f rom a log-normal d is tribution
wi th a me d ian value  o f  4 .3 4  amp e re  (A ) and  a
geometric standard deviation of 1.87. The model was
run 100 times, each time with a net load randomly
allocated to each house. To account for possib le
ground current interactions between residences, the
sign of the net load was also randomly chosen. The
load currents were all at the power frequency of 60 Hz
with a 15% third harmonic. The value chosen for the
third harmonics corresponded to the average value
recorded during the 1000 home survey [Zaf fanella,
19931.

wate r main. A l l  wate r mains  were  located  in the
middle of the street.

With the exception noted below, all combinations
of  the fo llowing attributes were represented: line
location-backyard or s treet, re lative length of  the
ground return pathway-short or long, and service line
type-overhead or underground. Underground lines
were not s ituated in the backyard, as this is a less
common feature of  residential electric distribution
systems. Figure 4 illustrates the "length of  ground
path" d ichotomous variab le: Type l is  the shorter
possible path for overhead street lines, overhead
backyard lines, and underground street lines (top to
bottom in Figure 4); Type 2 is the longer possible path
for overhead street lines, overhead backyard lines, and
underground street lines (top to bottom in Figure 4).

RESULTS

Load ing
Gene ral  S tat is t ic al  Des c r ip t ion o f  Samp leAs discussed above and shown in Figure 1, the

net load is the parameter that defines the electrical load
o f  the  house  with regard  to  g round  current. The
"l,000-home study" [Zaf fanella, 1993] developed a
database of electrical parameters, including the 24 h

The parameters selected for study are listed in
Table l, and their descriptive statistics across the entire
neighborhood are shown in Table 2. The variables
displayed continuous, smooth distributions, although

/
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TABLE l. Parameters Reported on in Results"

DescriptionParameter

AvgRoomB

Avg I 80HzB

AvgPeri mB

AvgChildB

l0%chi laB
Avg GC
l0%Gc
AvgVoc

10%V0€

Temporal average of the 60 Hz magnetic field in the center of each room I m above the floor averaged across all
eight rooms
Temporal average of the 180 Hz magnetic field in the center of each room l m above the floor averaged across all
eight rooms. Typical values of harmonic loads are assumed [Zaffanella, 19931
Temporal average of the magnetic field sampled every 5m around the house periphery, I m from the house and
l m off ground
Temporal average of the field across the entire indoor space, from floor to four feet above the floor. The field is
calculated at all points of a threedimensional grid with one foot (0.305 m) grid size. For each floor of a 10.7 m by
7.6 m (35 x 25 ft) house there are 4680 calculation points in the "child" space
The upper lath percentile value of childs exposure within a house
The temporal average of the current in the residential ground path. same as average net current in the service drop
The upper lath percentile value of GC within a house
Temporal average of the open-circuit voltage between appliance chassis and the water line at the point where it is
connected to the conductor that grounds the electric service neutral
The upper lath percentile value of V()€ within a house

"Within each residence parameters are calculated for each of 100 loads randomly assigned. Thus for example Avg GC for a residence is
the ground current averaged over 100 values l0%Gc for a residence is the value exceeded for l 0% of the calculations.

most were not normally distributed according to the
Shapiro-Wilk test.

Stratification of Sample

as

By design (see Methods), only the currents in the
service secondaries, service neutral, and ground path
ways influenced the electrical quantities computed for
each residence. Thus, all one-, two-, and three-phase
primary lines were collapsed into one "overhead"
(OH) category, with the  remainder c lass if ied

"underground" (UG). The basic geometric differences
between OH and UG are evident in Figure 4.

Table 3 shows summary statistics for several key
exposure variables, stratif ied by engineering factors.
Visual inspection suggests  that the highest f ie ld
exposure quantities were associated with backyard,
overhead lines, the highest ground currents were
associated with overhead lines, and the highest VocS
were associated with overhead, backyard lines with
long ground paths.

.57
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TABLE 2. Descriptive Statistics for Selected Exposure Variables for the Entire Neighborhood Sample (N=40 Houses)

Statistic
AViV()c

(mV)

Avg GC

(A)

l0%GC

(A)

I 0%V0€
(mV)

l0%child
B (PT)

AvgPerim

B ( iT)

Avg l80Hz

B (11T)

AvgChild

B (HT)

AvgRoom

B (l1T)

54.4
34.2
53.2
90.8
10.4
< 0.05

0.097
0.052
0.095
0. I 77
0.02 I

>0. I

2.82
1.22
2.47
4.79
1.53

<0.0 l

107. I
67.6

105.2
187.5
20.0

<0.05

l .44
0.64
1.23
2.53
0.79

<0.0l

0.014
0.009
0.016
0.025
0.002

<0.0 I

0. I 69
0. I 03
0. 169
0.320
0.008

> 0.3

0. l I 8
0.096
0.085
0.264
0.0!I

<0.0 I

0.077
0.046
0.088
0. I 35
0.012

<0.05

Mean
SD
Median
Upper l0%
Lower 10%
ShapiroWilk

Pval uh

TABLE 3. Summary Statistics for Selected Exposure Measures Broken Down by System Characteristics

Avg GC (A) AvgV0c (mV)AvgRoomB (pT) AvgChildB (IT)

Location Min-Max MedianN Min-Max Min-MaxMedianMedian Median M in-Max
Line

type

Ground

type

1.12
0.99
0.72
0.53
0.10

1.49
L09
2.13
1.46
1.01

1.05
1.12
0.73
1.05
0.17

52.0
74.5
20.9
64.6
10.0

30.7-91.0
53.7-144.0
9.6-27.6

21.1-87.7
8.2-12.0

22.4-35.1

0.61-L83
0.80-2.14
0.34- I.ol
0.34-I .42
0.14-0.21
0.25-0.40

0.88-2.60
0.78-2.10
0.98-2.80
0.48- I.98
0.83- 1.22
0.51 -0.79

0.l2-L64
0.54-1.63
0.41-1.09
0.14-1.03
0.04-0.15
0.18-0.18

OH
O H
O H
OH
UG
UG

Backyard
Backyard
Street
Street
Street
Street

12
12
6
4
4
2

Short
Long
Short
Long
Shan
Long

Regression Model

A linear regression model was used to clarify the
dependencies between the three factors (line type,
location, and ground type) and the nine computed
exposure variables:

Exposure 51 * (Line Type) + i32* (Location)

+ l33* (Ground Type) + a

The results of the regression analysis are summarized
in Table 4. The computed P-values shown cannot be
taken too literally because the residual "errors" are not
random and because if  the number of  houses and
number of temporal samples were increased, all the P-
values would necessarily become smaller. In general,
exposure values were increased for residences served
by backyard  OH lines . Not surpris ing ly with the ir
lower resistance, short ground paths increased ground
current, and the long ground path increased Voc.

The results in Table 4 were generally consistent
with subgroup models that included OH lines only
(N = 34, Location and Ground Type predictors);
backyard lines only (N= 24, Ground Type predictor
only); and street lines only (N= 16, Line Type and
Ground Type predictors).

same results. The nearly perfect correlation between
AvgRoomB and  Avg l80HzB is  no t surp ris ing  as
sources for both exposures and methods for f ie ld
calculation are tightly linked.

We note a very high correlation (r= .93 or about
87% explained variance) between AvgChildB and
AvgV()c. The correlations between these two para-
meters and the other exposure variables were relatively
weaker. The reasons for this difference are (1) the way
AvgChildB was computed, compared to the other field
quantities (see Table 1), and (2) the relation between
ground current (GC) and both AvgChildB and Voc, as
compared to the other f ie ld quantities. Firs t, Avg-
ChildB was computed across the entire floor space of
the res idence and thus it contro ls  for asymmetric
service and ground wiring patterns among residences.
AvgRoomB, which represents the average field from
only the center o f  each house 's  rooms, does not
completely control for asymmetry, nor does AvgPer-
imB taken at selected points outside the residence.

Second, linear regression allows us to observe
that ,  wi th in b o th B ac kyard  (N =2 4 )  and  S t re e t
(N = 16) s trata, the fo llowing model accounts  for
100% o f  the  variab i l i ty in bo th AvgV0- and Avg-
ChildB (of course, the value of the or coefficients are
dif ferent for AVgVoc and AvgChildB):

Correlation of Exposure Variables AvgV0c or AvgChildB = Rx, * (Avg GC)

+ C12* (Ground Type)

+ do* (Ground Top¢)l(AvgGc) + e

Table 5 shows the Pearson correlation among the
six average exposure parameters under study. The
nonparametric Spearman test produced essentially the
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TABLE 4. Summary Results of Regression Analysis of Full Sample (N 40)

Predictor variables

Line type
(OH or UG)

Ground type
(Short or Long)

Location
(Backyard or Street)Exposure variable

OH <0.0 I
OH < 0.05

>0.2
OH, <0.0I
OH <0.0 I
OH, < 0.0 l
OH <0.()l

< 0.2
<0.2

AvgRoomB
I 80HzAvgB
AvgPeri m
AvgChi laB
l0%chi ldB
Avg GC
l0%Gc
AViV()c

l0%V(X? >0.2
>0.2
>0.2
>0.2

Long, <0.05
Short : 0.0 l
Short <0.0 l

Long <0.00 l
Long, < 0.00 l

Backyard <0.05
Backyard <0.0 l
Backyard <0.0 l
Backyard, <0.0l
Backyard <0.0l

>0.2
>0.2

Backyard <0.00l
Backyard. <0.00l

Table shows Pvalue associated with regression coefficients of predictor variable. P< 0.2 means
0.10 < P< 0.2 P< 0.1 means 0.05 <P< 0.l: P< 0.05 means 0.01 < P< 0.05 P< 0.01 means
0.001 < P< 0.01. In one case P=0.0l.
Table also shows which predictor causes exposure to rise for all cases when P<0.05 e.g. Avg GC
increases with Short Ground Type compared to Long and AvgRoomB increases with OH Line
Type compared to UG.

AVgVocAvgChildB Avg GC

0.84
0.84

TABLE 5. Pearson Correlation of Average Exposure Parameters (N 40)

l 80HzAvgB AvgPerimB

0.99 0.78 0.54
- 0.80 0.50

0.74 0.47
0.65

0.68
0.73
0.66
0.93
0.37

AvgRoomB
l 80HzAvgB
AvgPerimB
AvgChi ldB
Avg GC

K
The Ground Type main term (the 012 term) contributes
negligibly to explaining AVgVoc or AvgChildB. In
other words, within each Location stratum (Backyard
or Street) both AVgVoc and AvgChildB in our model
are determined solely by ground current plus ground
current as modified by the length of the ground path.
For AvgRoomB, the same model explains 45% of the
variance for Backyard and 72% of the variance for
Street, for AvgPerimB, the model explains 47% of the
variance for Backyard and 46% of the variance for
Street. For neither AvgRoomB nor AvgPerimB were
the main Ground Type or interaction terms statistically
significant. Thus, across the full population of our
model neighborhood, V0€ and the child's magnetic
field exposure classify each other better than any of the
other Held or ground current quantities.

Comparative Dosimetry

l
l
l
l

available for adults than for chi ldren. For this
comparison, a uniform magnetic f ield of losT,
oriented perpendicular to the front of the body was
chosen, the electric field chosen was 100 V/m, vertical
and uniform when unperturbed, two electric field
results are presented, one for a grounded subject and
one for a subject in free space (off ground). These
values represent extremely high residential fields that
do not occur away from appliances. Contact current
was estimated from the upper 10% average Voc value
of 90 mV (see Table 2). Assuming a total body
resistance (Rp) of 2.5 ks (see Reilly, 1998) and the
same value back to the circuit ground (RG), for a total
resistance of 5 kg, we calculated a contact current of
18 IA, more than ten times below the median
perception threshold for adult males (0.36 mA) [IEEE,
19851; based on limited data for children in IEEE
[l985], we estimated that the perception threshold for
a child would be about 35-50% of the value listed for
adult males (on the order of 0.15 mA). Of course, for
hand-to-feet contact, current would double in a very
well-grounded person, but would be much less, or even
zero, for an individual wearing well-insulated footwear
or standing on an insulated floor surface.

Finally ,  we c ompar e dosimetr y  quanti t i es aver -
aged within the bone marrow and across the heart of  an
adu l t  ma le  r esu l t i ng  f r om magnet i c  f i e ld  exposur e ,
elec tr ic  f ield exposure,  and contac t cur rent,  all 60 Hz.
A l though an i mpor tan t  f oc us o f  these c ompar i sons
c onc er n  c h i ld r en ,  mor e  p r ec i se  mode l i ng  da ta  a r e

301v



546 Kavet et al.

TABLE 6. Comparative Dosimetry from Magnetic Field, Electric Field, and Contact Current Exposure"

Bone marrow Heart

Con figuration

l 1.4x 10-2

E (my/m) J (mA/m2) E (my/m) l (mA/m2) Reference

1.6 X 10 8.0 X I 03 1.4 X I0-

60Hz exposure

10 l1T

Factor

Magnetic held Dawson and Stuchly
1998

- IElectric field 100 V/m

- 3 3Electric field

100 V/m Stuchly et al. 1998

6.6 x 10-2 6.6 x 10 Stuchly et al. 1998

1.9xI00 1.9xl0"1.8xl0"

3.2xl0 I.6xl082 I3xI0" I.3xl0-2

l.0><l0-' 5.0><l0

3.5x 100COIllaCI current 18 pA (total)

Uniform horizontal
perpendicular 10
front of body

Uniform vertical
grounded model

Uniform vertical free
space model

Current injection into
shoulders

Dawson et al.
. hin press

"The electric fields and current density values are averaged across the tissue.
This reference reports dosimetry relevant to pacemaker interference only tissue average values for this table provided by M. Stuchly

(personal communication).
c(heart) = 0.1 S/m
a(marrow) = 0.05 S/m

compared to magnetic or electric fields, Voc can
produce a higher electric field in target tissue. As
further discussed below, these last two results suggest
that Voc is a potentially relevant, though overlooked,
exposure in prior studies concerned with the relation-
ship of electric power line environments to health.

Correlation of Magnetic Fields With Voc

The induced average electric fields and current
densities (Table 6) were derived from values published
by Stuchly and colleagues (references listed in table).
These investigators used the scalar potential finite
difference and finite-difference time-domain methods
to calculate induced electric fields and current
densities from fields and injected currents in anatomi-
cally correct models of adult males subdivided into
cuboidal vowels 3.6 mm on a side, with tissue-specific
conductivity, as estimated from published sources.

Table 6 reports that 18 lA injected current
produces an electric field of 3.5 my/m averaged across
bone marrow and 1.9 my/m averaged across heart
tissue, more than an order of magnitude higher than
from the field levels selected for comparison.

DISCUSSION

The correlation of magnetic fields with VQ€ in
our virtual neighborhood reflects their fundamental
electrical relationship. Both result from electrical
current, the former from any current source near or
in a residence and the latter from current in the ground.
The high correlation of Voc with AvgChildB for the
neighborhood indicates that, in locations with similar
electrical characteristics, the magnetic field measured
across a residential area would serve as a marker or
surrogate for Voc. In actual neighborhoods, a poorer
correlation is likely to occur. For example, currents on
primary distribution lines that do not contribute to a
given residence's ground current will nonetheless
contribute to the residential field. Likewise, the
correlations reported here do not extend to magnetic
fields calculated for residences near overhead trans-
mission lines based on historical load data, as was
done for several Scandinavian epidemiology studies
[reviewed in NIEHS Working Group, 19981. Without
further investigation, however, we would not categori
cally dismiss the possibility of contact potentials
resulting from magnetic induction on long conductive
paths within and between residences abutting rights-
of-way.

We designed the neighborhood according to the
"multi-ground neutral" practice required in the US, in
which the chassis wire, the ground wire, and the utility
neutral are electrically connected with each other at the

Our initial objective was to explore a possible
engineering basis for the result of Ebi et al. (1999) that,
in two previous studies of power lines and childhood
cancer [Savitz et al., 1988, London et al., l 99l], risk
was related to the backyard location of lines, in
contrast to street location. To that end, we developed a
virtual neighborhood of 40 single-dwelling houses
with different combinations of residential electric
service attributes, including line location, line type,
and ground length, as described above in detail. We
report higher power-frequency and harmonic fields
associated with overhead lines located in the backyard,
higher ground currents associated with overhead lines
and short ground paths, and higher open circuit voltage
(Voc) associated with backyard lines and long ground
paths. Further, we find (a) V()€ is highly correlated
with the magnetic field across the residential floor area
(AvgChildB) in the neighborhood model; and (b)

49



547Contact Current and Cancer Risk

service panel. As a consequence, current in the ground
will c reate a vo ltage source of  magnitude Voc at
the chass is , which can drive a small " leakage" or
contac t current into  an ind ividual who contac ts  it
(Figure 2). Several European countries, have used
grounding practices that keep the chassis wire sepa-
rate from the ground return pathway, leaving a much
lower possib ility for contact current [Rauch et al.,
l 992].

I t  i s  i m p o r t an t  t o  o b s e r ve  t ha t  V o c  i s  a
characteristic of the residence itself, as determined by
its electrical supply and grounding characteristics.
Thus, all plugged-in devices with a conductive exterior
surface will carry an equivalent V()€, regardless of
location in the residence. In contrast, high magnetic
fields are often confined to "hot spots" associated with
service drops, ground return pathways, or unusual
wiring. Such hot spots may be away from areas that are
normally occupied.

Dosimetry

Thus, for hand-to-feet conduction, the current would
pass through the long bones of a single arm, which has
a smaller cross section than the leg, the net effect of
which would  be  higher induced  quanti t ies  in the
exposed upper extremity.

In addition to these relative aspects of dose, the
absolute (as well as modest) level of contact current
modeled (18 IA) produces average electric fields in
tissue along its path that exceed 1 my/m. At and above
this level, the NIEHS Working Group [1998] accepts
that biological effects relevant to cancer have been
reported in "numerous well-programmed studies".
The effects the Working Group cites are "increased
cell proliferation, disruption of signal transduction
pathways, and inhibition of differentiation". The
NIEHS endorses this conclusion in its final EMF
RAPID report [l999].

Nonetheless, it remains important to compare
electric f ields induced in tissue due to environmental
exposure to the magnitude and spectra of fields due to
endogenous electrical activity. Hart and Gandhi [1998]
report that the average 40-70 Hz endogenous electric
f ie ld in cardiac tissue is  between 8 and 25 my/m,
depending on computational method. The cardiac
signal decreases with distance to neighboring tissue
and is negligible in the brain. Natural electrical activity
in the central nervous system (CNS), as recorded on
the electroencephalogram, may be several millivolts
per meter (see NIEHS, 1997), peaks below 30 Hz and
has little spectral power beyond 40 Hz.

Bone marrow, targe t t issue f o r leukemia, is
located directly adjacent to bone tissue, which when
physically loaded, experiences "streaming potentials"
of  up to 0.1-1 V/m [MacGinitie , 1995; reviewed in
NIEHS Working Group, l 998]. In general, the spectral
power o f  these potentials  is  mainly be low 10 Hz
[McLeod et al., l 998]. The extent to  which these
f ields extend to the marrow is not known precisely,
although they tend to be racially oriented and would
not be expected to produce marrow fields that exceed
l my/m. Although cartilage has streaming potentials
even higher than bone, the physical and electrical
relations of cartilage to bone marrow are also likely to
result in only small f ields in the marrow [K. McLeod,
personal communications. F inally, active skeletal
muscle produces local extremely-low-frequency
(ELF) electric f ields due to ongoing action potential
activity. However, g iven the re lative res is tance of
muscle and bone, the resulting f ields normal to the
bone are expected to remain confined to the muscle
layer itself  with little effect inside the marrow; some
penetration of  the component paralle l to bone will
occur due to  boundary ef fec ts , but is  like ly to  be
attenuated in the marrow. Thus, the marrow of the long

As shown in Table 6, contact currents far below
perception thresholds produce electric fields in tissue
that exceed those due to ambient residential magnetic
fields (away from appliances). We compared a contact
current due to time-averaged Voc within the upper tail
of this parameter's distribution across the neighbor-
hood to a uniform magnetic f ield (10 liT) larger by a
factor of at least 10-20 than the highest space and/or
time-averaged residential magnetic fields measured in
many US s tud ies  [reviewed in Kavet, l995]. Near
appliances the f ields may be even higher than louT,
but they are highly nonuniform in space falling of f
usually with the cube of distance from the device.

The dosimetry contrasts shown in Table 6 for
adults  would  l ike ly be accentuated for child -s ize
sub jec ts . As  Kaune  e t al .  [1997 ] have  shown in
analytical so lutions of  s imple e ll ipso idal models ,
induced electric f ields and current densities from the
same electric and magnetic fields as above would be
lower due to reduced coupling to the smaller body size.
wi th the  d ime ns io ns  Kaune  e t  al .  [1 9 9 7 ]  us e d
coupling in children was about 30% lower for both
magnetic and electric f ields. For contact potentials,
although total body impedance is higher for children
(approximate ly 40-50%, see  Re il ly [ l998 ]), the ir
reduced cross sectional area (roughly half or less of an
adult) results in larger induced quantities. Further, the
marrow dose for contact current shown in Table 6 was
based on bilateral current injection into the shoulders
[to analyze pacemaker interference (Dawson et al., in
press)]. The tissue leve ls  shown in the tab le  are
averaged across the body even though, for shoulder
injection, the current through the arm is negligible.

L/ /Q
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bones, s ite of hematopoiesis and leukemogenesis in
humans, is most l ikely electr ically s i lent with respect
to  natura l  ELF s igna ls  in  the hear t  and CNS (due to
d is tance),  and based on f i rs t  pr inc ip les,  qu i te  l ike ly
"q u i e t "  d u e  t o  b o n e  a n d  mu s c l e  a c t i v i t y  n e a r b y .
How eve r ,  fu r the r  mic rodos ime t r ic  resea rch  w i l l  be
requ ired to  c lar i fy  the natura l  e lec tr ic  f ie ld  env iron-
ment inside bone marrow.

Epidemiological  Implicat ions

l
II

2

were transformers more heavily concentrated on three-
phase primaries, as compared to the other primaries in
the  mode l .  Acco rd ing ly ,  the  mode l  ne ighborhood 's
power delivery system analyzed in th is paper did not
(and was not  in tended to)  s imula te  the Werthe imer-
Leeper wiring configurations, as they have been used
in  many ep idemio log ica l  and  exposure  assessment
studies.

In  our  s imu la ted  ne ighborhood,  in  wh ich  over-
head distribution currents played no role in producing
residential fields, the Spearman correlation of Avg GC
w i t h  R o o m A v g B  w a s  0 . 5 2 ,  i n  a  s a m p l e  o f  3 3 3
nat ionw ide  res idences  whose magnet ic  f ie lds  were
minimally affected by overhead power lines [see Kavet
et al., l 999], the Spearman correlation of 24 h average
g round  cu r ren t  w i th  spo t  measu remen ts  ave raged
across the  res idence was 0 .41 [Kavet ,  unpub l ished
observation]. Whereas the latter correlation was with
respect to a f ie ld measurement taken at one point of
t ime dur ing the day in  the rea l wor ld ,  compared to  a
t ime  a v e r a g e d  r o o m me a s u r e me n t  c o mp u te d  i n  a
simulated neighborhood, the correspondence of these
two correlation values is reassuring with regard to the
neighborhood 's  representat iveness of  serv ice drop/
ground electrical properties.

Voc is an exposure variable that we believe could
explain the marginal association of measured field with
leukemia in the Denver study (odds ratio (OR) of 1.93,
9 5 %  c o n f i d e n c e  i n te r v a l  (Cl )  0 .6 7 -5 .5 6 ,  2 0 .2  l 1 T
spot-measured field compared to <0.21J.T), and in the
Los  Ange les  s tudy  (OR o f  1 .48 ,  95%  CI 0 .66 -329 ;
2 0 . 2 6 8  i T  2 4  h  b e d r o o m  a v e r a g e  c o m p a r e d  t o

<0.68 iT). Both of these studies also reported positive
associa t ions between Werthe imer-Leeper w ire  code
and leukemia  r isk ,  as  we l l  as  pos i t ive  assoc ia t ions
between wire code and measured f ie lds. As Ebi et al.
[1999] reported, the wire code/leukemia associations
in both studies were confined to backyard lines. Here,
we report that both magnetic fields and Voc are higher
in residences with backyard lines.

In a separate follow-up analysis of the Savitz et al.
( 1 9 8 8 )  De n v e r  d a ta  s e t ,  We r th e ime r  e t  a l .  [ 1 9 9 5 ]
reported that increased all-cancer risks were associated
w i th  conduc t ive  p lumb ing ,  as  we l l  as  w i th  a  met r ic
they termed "e levated non-ver t ica l" ( E N V ) f ields, a
marke r  o f  magne t ic  f ie lds  due  to  g round  cu r ren ts .
These ENV fields may well have served as markers for
Vo c  a c c o r d i n g  t o  t h e  e n g i n e e r i n g  r e l a t i o n s h i p s
presented in this paper. No similar data were explicitly
reanalyzed for  Los Angeles, a l though Bowman et a l .
[ 1 9 9 9 ]  c r e a te d  a  p r e d i c t i v e  mo d e l  f o r  r e s id e n t i a l
magne t ic  f ie lds  in  tha t  da ta  se t  wh ich  was  used  to
confirm an association of leukemia risk with magnetic
f i e ld s  [T h o ma s  e t  a l . ,  l  9 9 9 ] .  T h e s e  in v e s t i g a to r s

In  a  poo led  ana lys is  o f  a l l  "qua l i f y ing " w o r ld -
w ide  s tud ies  conce rned  w i th  res iden t ia l  magne t ic
f i e ld s  a n d  c h i l d h o o d  l e u k e mia  p u b l i s h e d  th ro u g h
1998, Greenland et a l.  (submitted) report a summary
re la t ive  r isk  o f  1 .8  (95%  CI:  l . l -2 .9)  assoc ia ted w ith
f ie lds greater than 0.3 pT, compared to  <0. l  iT ,  w ith
no evidence of heterogeneity across studies or across
continents. In contrast, the risks associated with high
wire categories (relevant to US studies only) were not
consistent across studies.

Since the poo led ana lys is  was comple ted,  two
stud ies of  leukemia among ch i ldren in  Canada have
been  pub l ished ,  w i th  ne i the r  repo r t ing  excess  r isk
a s s o c ia te d  w i t h  w i r e  c o d e .  M c Br id e  e t  a l .  [ 1 9 9 9 ]
reported litt le indication of an association of leukemia
w ith  persona l ly  moni to red f ie lds ,  wh i le  Green e t  a l .
[ l999a] showed elevated odds rat ios associated with
fie lds measured within the residence and around the
res idence per imeter ,  as  we l l  as  w i th  the  exposures
recorded on personal ly -wom monitors  [Green et  a l . ,
l999b], these elevated risks were concentrated among
younger children. A study across England, Wales, and
Scotland [UKCCSI, 1999] reported no excess r isks of
childhood leukemia (or other cancers) associated with
measured residential magnetic fields. How these more
recent results may affect the pooled analysis has not
been determined.

T h e  i mme d i a t e  a p p l i c a t i o n  o f  o u r  r e s u l t s  t o
s p e c i f i c  s t u d i e s  i n  t h e  EM F  c h i l d h o o d  l e u k e mi a
literature is limited. The neighborhood was configured
to represent residential electric service scenarios found
in  the  Denver  [Sav i tz  e t  a l . ,  1988]  and Los Ange les
[London et al., 1991] studies to address findings unique
to those data sets [Ebi et al., 19991.

To that  end,  the  ne ighborhood model  incorpo-
r a t e d  r e a l i s t i c  h o u s i n g  d i me n s i o n s  a n d  r e a l i s t i c
distances from the residence to street facilit ies (util ity
line and water main) and to backyard lines. The loads
o n  th e  se rv ice  d ro p  co n d u c to rs  a n d  3 rd  h a rmo n ic
generated from residential electricity usage were based
on data acquired in a large-scale sun/ey of nearly l(X)0
homes in the US [Zaffanel la , 1993].  The power l ines
serving the neighborhood, however, were not loaded in
accordance w ith  the ir  current-carry ing capacity ,  nor
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conclude that the predicted fields cannot entirely
account for the wire code association with leukemia
reported by London et al. [l99l], and that "the most
likely hypothesis is that an unidentified exposure
metric involving the ELF magnetic field plays a role in
carcinogenesis". Although the investigators are likely
alluding to alternate field metrics (perhaps transients),
we believe that in a broader context, a "metric
involving the ELF magnetic field" could also include
contact current.

In the nine-state National Cancer Institute(NCI)
childhood leukemia study [Linet et al., 1997] excess
risk was reported for fields above 0.3 l1T "blended"
time-average field relative to <0.065 pT (OR 1.7, 95%
CI 1.0-2.9), in the 0.4-0.5 pT stratum, the OR peaked
at 3.3 (95% CI l.2-9.4). At higher fields the OR fell.
We can only conjecture that the absence of a
monotonic risk function in this study is due to the
fact that the highest fields in the NCI data are caused
by sources, such as nearby high voltage transmission
lines, which do not contribute current to the residential
ground path and thus to VQ€, whereas risk peaked
among residences with high fields created by ground
currents with correlated increases in V0€. The NCI
study reported no relationship of leukemia risk with
Wertheimer-Leeper wire code category.

As mentioned above, the model here does not in
any obvious way, adequately explain positive associa-
tions of cancer with overhead high voltage transmis-
sion lines, as reported in Sweden by Feychting et al.
[l993]. However, we note the absence of a positive
association in the study of childhood leukemia across
the United Kingdom [UKCCSI, 19991, where residen-
tial wiring practices may preclude contact currents
of the magnitude prevalent in residential electrical
systems in the US.

LImitations

i

l
l

at ground in the model, a poorly conductive joint in a
water line can produce Voc on water fixtures if the
ground wire is bonded upstream of that joint.

We need to address the data gaps identified above
from a historical, as well as contemporary, perspective.
Historical, to understand previous epidemiology stu-
dies of cases that occurred up to decades ago, when
appliance construction, home wiring practices, and
water service were different than they are today. More
appliances today have a plastic exterior compared to
metal exterior surfaces prevalent years ago, three-hole
and two-hole polarized sockets are standard today as
opposed to the unpolarized two-wire sockets used
previously, and water service has evolved from copper
pipe to plastic pipe resulting in more alternative
grounding practices. Contemporary, because if vol is
an important exposure parameter with respect to health
risks, then the knowledge of exposure characteristics
as they now occur is critical to the design of new
epidemiology studies. Obtaining reasonable estimates
of the magnitude and temporal quality (likely to be
highly intermittent) of residential contact current
exposures, both historically and contemporarily, will
also assist in designing laboratory studies to determine
if appropriate cell or animal models of leukemia
respond to exposures representative of the real world.

Another factor concerns exposures in apartment
buildings, in which individual units are served through
separate electric meters served from thesame service
drop. About one-quarter of all housing units in the US
are apartments [US Census Bureau, l999]. Depending
on the wiring in the building, Voc in one apartment
may be dependent, to some extent, on net loads serving
the others.

Other potentially relevant aspects of residential
distribution systems have not been addressed here.
These would include possible effects from loads
downstream of the neighborhood in terms of fields
from the primaries associated with those loads, and
ground return currents that can insinuate themselves
into the neighborhood's grounding system. All of the
grounding in the neighborhood was through conduc-
tive water pipe through a conductive water main. The
analysis here did not address redistribution of return
current due to alternate grounding methods, such as
driven ground rods or the effect of unintentional faults
in the grounding system.

CONCLUSION

We have identified contact current due to V0€ as
a factor potentially responsible for the association
between residential magnetic Helds and childhood
leukemia. The studies of childhood leukemia risks in

At this time there are no data that describe (a) the
distribution of VoC across residences, both single
dwelling and multioccupancy, (b) the extent of
physical contact with energized equipment or other
conductive objects in the home that could produce
contact current, or (c) the currents that actually result
from such contacts. Factors that affect the magnitude
of current from such contact include a residence's
service/ground configuration and timevarying net
load, alternative current paths (hand-to-hand and
handto-feet), and variable impedance back to ground.

In addition, other situations can lead to either
high Voc or V0€ on unintended surfaces. For example,
a poor connection in the service drop neutral will
increase current through the ground wire, which will
increase Voc. Although all water pipes were assumed
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as as

Working Group, 19981. Contact currents due to VocS
of the magnitude estimated for the residences in our
neighborhood model produce electric f ields in tissue
that do not strain the question of biological plausibility
to this extent, and in fact, produce doses with the
potential to trigger biological effects.

Many unknowns about contact currents resulting
from V0€ remain with respect to biological effects in
appropriate laboratory models, the extent of exposure
across the population now and historically, and the
relevant associations of  exposure with health end-
points. Finally, contact current is an exposure that
like ly occurs  in the workp lace in assoc iation with
energized equipment. Occupational exposures to
contac t current merit much attention do
residential exposures.
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APPENDIX 1

Detailed Neighborhood Description

l

i

l
i

EMF environments , which were  o f  case -contro l
design, encompass diverse combinations of  base
populations, control selection methods, transmission
and distribution systems, and methods for assessing
historical exposure relevant to a proposed etiologic
period. Although alternate environmental exposures,
including local vehicular traffic density [Pearson et al.,
l999], viral contact [Sahl, 19941, and water quality
[Kavet, 1995] have been proposed as  poss ib le
explanations, none have risen to an acceptable level
of plausibility. In addition, no bias with respect to case-
control selection or response has been identified that
would rationalize the positive associations in any
unif ying  way [NI EHS W orking  Group , l998 ]. The
NIEHS Working Group's report [1998] and the NIEHS
EMF RAPI D  re p o rt  [1 9 9 9 ] b o th c o nc lud e d  that
signif icant uncertainty remains with respect to child-
hood leukemia risk in magnetic field environments.

In the virtual neighborhood analyzed here, which
models residential service for single dwelling homes
across much of the US and Canada, V0€ is strongly
associated with the magnetic f ield, and is capable of
delivering biologically significant dose to target tissue.
Our conclus ion regarding V0€ is  more d if f icult to
rationalize for those studies reporting positive associa-
tions in an overhead transmission line environment,
although exposed caseloads were extremely small in
number and magnetic induction effects cannot be ruled
out automatically. The pooled analysis by Greenland
et al. (submitted) suggests increased childhood leuke-
mia risk above 0.3 pT, indicative of large currents in
and around the residence. In our model, large currents
in the ground are also capable of generating high Voc.
Interesting ly, there has been no trace of  pos itive
association of  childhood leukemia with residential
electric fields [Savitz et al, 1988; London et al., 1991,
McBride et al., l999], which may be present regardless
of current f low.

Two-year b ioassays, as well as shorter-term
model~specific bioassays for magnetic field carcino-
genicity, and leukemia in particular, have been almost
entirely negative [McCann et al., 1997, 2(X)()] and have
created a conceptual obstacle for drawing inferences
regarding magnetic f ields as a possible leukemogen
[NIEHS, 1999]. I f  a toxicologically signif icant dose
(induced electric f ield) is required in the fore- and
hindlimbs to promote leukemia in a rodent model, then
a magnetic  f ie ld , even the high f ie lds used in the
bioassays, may be ineffective because of poor coupling
to those sites.

To date there is no accepted biophysical mechan-
ism that would  exp lain leukemogenic  e f f ec ts  o f
residential-strength magnetic fields, which are < 1 pT
away from appliances [Valberg et al., 1997; NIEHS

l. Four streets and 40 houses comprise the model
(Figure 3). A Street, B Street, and C Street run West
to East, and N Street runs South to North. A Street
and C Street are cut-de-sac, with 12 houses in A
Street and six in C Street included in the study. B
Street and N Street are through streets. Twelve
houses in B Street and 10 in N Street are included in
the study. A Street, B Street, and C Street are 12.2 m
(40 feet) wide. N Street is l9.8 m (65 feet) wide.
Houses are set back 9.1 m (30 feet) from the street.

2. A three-phase overhead distribution line, with thick
wires (the term, "thick", was used by Wertheimer
and Leeper [1979] to  describe  l ines  with high
po tent ial  load ing ),  is  running  along  N S tree t.
Another three-phase overhead distribution line,
with thick wires , is  running in the backyards of
houses between A and B Streets. An overhead
d is tribution l ine  with a s ing le-phase primary is
running in the backyards of houses between B and C
Streets. An underground distribution line serves the
houses on the North side of A Street. The height of
the neutral above ground is 10.1 m (33 feet). The
distances between houses and lines are shown in
Figure 3 and are listed in Appendix 2.
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3. Seven different distribution transformers (Tl to
T7) serve different groups of houses as shown in
Figure 3. The transformers are connected between
one phase of the primary and the neutral. For
instance, transformer T6 is connected between
Phase C and the neutral and serves eight houses:
four houses directly connected to the transformer
and four houses connected at the end of a secondary
line.

4. The segments of the ground current circuit are
indicated with thicker lines. They include water
mains, water service lines connecting houses to the
main, and the conductors connecting the electrical
service neutral to the water service line inside the
houses ("grounding wires"). The water mains are
located in the middle of the street, 1.1 m (3.6 feet)
below street level. Two types of ground current
paths are considered inside each house: type l and
type 2 (Figure 4). Type l is the shorter possible path
for overhead street lines, overhead backyard lines,
and underground street lines (top to bottom in
Figure 4). Type 2 is the longer possible path for
overhead street lines, overhead backyard lines, and
underground street lines (top to bottom in Figure 4).
For each house, the service drop alTives at a comer
and then goes to the electrical panel. The attachment
points of overhead service drops at the houses are
5.3 m (17.4 feet) above street level. The distance
between service drop and inside wall of the house
is 0.5 m (20 inches). The grounding wire is 0.3 m
(10 inches) below the first floor. The water service
line from the main is perpendicular to the street
and arrives at 0.3 m (l foot) from a house

comer at a depth of l.l m (3.6 feet) below street
level.

5. The class (1 = thick 3-phase primary, 3 = first span
secondary, 6=end pole, 7 =underground), dis-
tance, and wire code of the residences, the type of
line (street or backyard), and the type of ground
current path (Type l or Type 2) are listed in
Appendix 2. Using Wertheimer-Leeper wire code
terminology, there are l l Very High Current
Configuration (VHCC) houses, 13 Ordinary High
Current Configuration (OHCC) houses, two Ordin-
ary Low Current Configuration (OLCC) houses, and
14 Very Low Current Configuration (VLCC)
houses, six of which have underground service.

6. The same dimensions are assigned to all houses:
twofloor houses with a rectangular floor plan
l0.7 m by 7.6 m (35 x 25 ft), with the longest
dimension parallel to the street. The first and second
floors are at 0.5 m (1.6 feet) and 3.3 m (10.8 feet)
above street level, respectively. Each house contains
eight equal size rooms, four per floor.

7. The electrical parameters of the conductors of the
ground current circuit are given in Appendix 3. The
values of these parameters were chosen to represent
values encountered in practical situations. The
termination impedances (to ground) simulating the
extension of water mains and primary neutrals
beyond the immediate neighborhood are listed in
Appendix 3. The primary loads and their return
currents had a negligible effect on residential
magnetic fields and ground currents, and, therefore,
were not taken into account in the neighborhood
analysis presented in the Results.

APPENDIX 2

Characteristics of Neighborhood Houses

Line locationResidence codeHouse Distance m (feet) Line type Ground type

I

Class

7

I
7
l
7
I
7

I

l
2
2
2
l
l
2
l
2
l
l
2
2
2
I
I
I

U G
3Phase

U G
3-Phase

U G
3Phase

U G
3Phase

U G
3-Phase

U G
3Phase
3-Phase
l Phase
3Phase
l Phase
3Phase
l Phase

VLCC
VHCC
VLCC
VHCC
VLCC
VHCC
VLCC
VHCC
VLCC
VHCC
VLCC
VHCC
OHCC
VLCC
OHCC
OHCC
OHCC
OHCC

7

I
7

l
l

6
I
3
l

3

Al
AS
AS
A4
A5
A6
AS
AB
A9
AIO
Al l
A l l
B l
BE
BE
BE
B5
BE

7.6 (25)

13.7 (45)
7.6 (25)

13.7 (45)
7.6 (25)

13.7 (45)
7.6 (25)

13.7 (45)
7.6 (25)

13.7 (45)
7.6 (25)

13.7 (45)
24.4 (80)
13.7 (45)
24.4 (80)

13.7 (45)
24.4 (80)
13.7 (45)

Street
Backyard
Street
Backyard
Street
Backyard
Street
Backyard
Street
Backyard
Strcct
Backyard
Backyard
Backyard
Backyard
Backyard
Backyard
Backyard

|
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Line locationResidence codeClassHouse Distance m (feel) Ground typeLine type

I
2
I
2
2
l
l
2
l
2
2
l
l
l
I
I
2
l
l
2
2
2

3-Phasc
I Phase
3Phase
l Phase
3-Phase
2Phase
2Phase
2Phase
2Phase
2Phase
2Phase
2Phase
3Phase
3Phase
3~Phase
3Phase
3Phase
3-Phase
3Phase
3Phase
3Phase
3Phase

Backyard
Backyard
Backyard
Backyard
Backyard
Backyard
Backyard
Backyard
Backyard
Backyard
Backyard
Backyard
Street
Street
Street
Street
Street
Street
Street
Street
Street
Street

I
6
I
6
I
6
6
3
3
6
6
6
l
l
l
l
l
l
l
l
I
l

B7
BB
BE
BIo
Bl l
BIZ
Cl
CO
C5
CO
CO
Cl]
N l
NO
NO
NO
N5
N6
N7
N8
NO
N 10

OHCC
VLCC
OHCC
VLCC
OHCC
VLCC
VLCC
OLCC
OLCC
VLCC
VLCC
VLCC
VHCC
OHCC
vHCC
OHCC
VHCC
OHCC
VHCC
OHCC
VHCC
OHCC

24.4 (80)
13.7 (45)
24.4 (80)
13.7 (45)
24.4 (80)
13.7 (45)
24.4 (80)
24.4 (80)
24.4 (80)
24.4 (80)
24.4 (80)
24.4 (80)
13.7 (45)
24.4 (80)
13.7 (45)
24.4 (80)
13.7 (45)
z4.4 (80)
13.7 (45)
24.4 (80)
13.7 (45)
24.4 (80)
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Conductors'
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0.008
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Service drop neutral
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Water line
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